
                                                                

 

 

 

 

 

 

 

 

 
 

 

Product: Technical Fatty Acids   (Bio Energy Oil) 
 

Product reference:  CITI -DEN-069 

 

Application: - This product may only be used for technical purposes.  It may not be used for 

feed and food. 

Colour: - Brown to dark brown 

 

 
Specification / Analysis 

 

 

 

Parameters 

 
       Method 

 
   Unit 

 
Min. value 

 
Max value 

Typical 

 value 

Water content  K-F DEN EN ISO 12937    %     -    2,5   <  1 

Insoluble impurities DEN EN ISO 3735     %      -      -   <  1 

Net calorific value DIN 51900-2mod. Kj/kg   34,5      - 36,85 

Kinematic viscosity 40ºc DIN EN ISO 3104 mm2/s     -      -  165 

Pour point DIN EN ISO 2719    ºC      -     35   23 

Flash point DIN EN ISO 6245    ºC   100      -   206 

Ash content DIN EN ISO 6245 % ( m/m )       -  1,0  0,86 

Nitrogen DIN 51 444 Mg / kg      -     -   728 

 
 

 

Product made from vegetable oil. 

 

The result of some trucks may very slightly due to raw material input. 

 

Monthly supply 200 to 300/ton 

 

 


